
CONSTRUCTION     
• DIE-FORMED CODE GAUGE COLD ROLLED STEEL HOUSING 
AND ENDS. 
• AMBIENT SECTION FEATURES AIR (ADVANCED 
INDIRECT) TECHNOLOGY FOR MAXIMUM VISUAL, GLARE 
FREE COMFORT.
• EXAM SECTION FEATURES SLOPED SIDED INTERIOR 
HOUSING FOR SUPERIOR LIGHT CONTROL.
• PATIENT READING LIGHT FEATURES INTERNAL 
REFLECTOR, PROVIDING COMFORTABLE WALL AND 
HEADBOARD ILLUMINATION WITHOUT GLARE.
• FULLY ENCLOSED LENS DOOR WITH CLEAR ACRYLIC 
BELOW READING AND AMBIENT PORTION OF FIXTURE 
AND FROSTED FLAT LENS BELOW EXAM PORTION.
• ENTIRE FACE OF FIXTURE USES FLAT LENSES FOR 
EASY CLEANING.
• CLOSED CELL GASKETING SECURES DOOR FRAME TO 
HOUSING.

• THREE INDIVIDUALLY CONTROLLED 
LIGHTING FUNCTIONS CONTAINED IN A 
SINGLE, CEILING MOUNTED UNIT.
• PROVIDES PATIENT ROOMS WITH 
READING, NON-GLARE AMBIENT, AND 
DIRECT EXAMINATION LIGHTING.
• HEAVY DUTY BEHAVIORAL HEALTH 
OPTIONS.

APPLICATION

FINISH   
• ALL EXPOSED METAL PARTS PRETREATED 
WITH A PHOSPHATE BONDING PROCESS AND 
POST-PAINTED WITH AN ELECTROSTATICALLY 
APPLIED HIGH TEMPERATURE BAKED WHITE 
ENAMEL FOR SUPERIOR QUALITY AND 
DURABILITY.

MMGLED
SERIES

MULTIPURPOSE  
MEDICAL  L ED 

LUMINAIRE  WITH  
ADVANCED  I NDIRECT  

LUMINANCE

 •      LISTED            
 • SUITABLE FOR DRY LOCATIONS. (DAMP OPTIONAL)
    • I.B.E.W. LABELED.
    • 5 YEAR LIMITED WARRANTY ON LED BOARDS AND DRIVERS.
    • L85 AT 65,000 HOURS

    • L70 PROJECTED AT 143,000 HOURS

    • 0-10V DIMMING STANDARD TO 1%.
    • LUMEN/WATTAGE TUNING AVAILABLE.
     (CONTACT FACTORY FOR OPTIONS)
    • DRIVER QUICK DISCONNECT STANDARD WHERE REQUIRED BY 

CODE. 
    • 80+ CRI STD.

ELECTRICAL

SERIES
READING
LUMENS

AMBIENT
LUMENS

EXAM
LUMENS KELVIN FIX OPTIONS

MMG 15L
17L

17L
25L
35L
47L

64L
74L
84L
94L

    3K,
35K,
4K,
5K

24 ** LUMENS:
“SEE PERFORMANCE CHART ON BACK PAGE”

KELVIN:
3K = 3,000 KELVIN

35K = 3,500 KELVIN

4K = 4,000 KELVIN

VOLTAGE:
9- 120-277

LENS:
SFCL - .090 PATTERN SMOOTH FROSTED ACRYLIC 
(EXAM) AND .118 CLEAR ACRYLIC (READING AND 
AMBIENT)
FACIL - .095 PATTERN 12 PRISMS INVERTED 
SMOOTH SIDE OF LENS FACES THE FLOOR CLEAR 
ACRYLIC (EXAM) AND .118 CLEAR ACRYLIC (READING 
AND AMBIENT)
FBCIL - .125 PATTERN 12 PRISMS INVERTED 
SMOOTH SIDE OF LENS FACES THE FLOOR CLEAR 
ACRYLIC (EXAM) AND .118 CLEAR ACRYLIC (READING 
AND AMBIENT)
FCCIL -  .156 PATTERN 12 PRISMS INVERTED 
SMOOTH SIDE OF LENS FACES THE FLOOR CLEAR 
ACRYLIC (EXAM) AND .118 CLEAR ACRYLIC (READING 
AND AMBIENT)
FDPCIL -  .187 PATTERN 12 PRISMS INVERTED 
SMOOTH SIDE OF LENS FACES THE FLOOR CLEAR POLY-
CARBONATE (EXAM, READING, AND AMBIENT)

DOOR FRAMES:
RE – FLUSH WHITE, ALUMINUM

OPTIONS:
2G - 20 GAUGE HOUSING AND ENDS

18G - 18 GAUGE HOUSING AND ENDS (BEHAVIORAL HEALTH)
EM1 - 500 - 700 LUMEN BATTERY PACK

EM2 - 1100 - 1400 LUMEN BATTERY PACK

AMM - ANTI-MICROBIAL COATING ON EXPOSED METAL SURFACES.
DL - DAMP LOCATION

90 - 90 CRI
DG - DOUBLE GASKETING

TG - TRIPLE GASKETING

TW - TUNABLE WHITE

     NOTE: ONLY AVAILABLE IN AMBIENT COMPARTMENT AND MUST BE 
ORDERED WITH WALL SWITCH (P/N 66406 SEE ACCESSORIES) FOR 
FULL OPERATION. IF ORDERED WITH LVC, TW CAN NOT BE USED IN 
CONJUNCTION WITH LVC AND ONLY CAN BE CONTROLLED BY A SEPA-
RATE WALL SWITCH. HOWEVER, THE LVC CAN STILL CONTROL THE 
EXAM AND READING COMPARTMENTS WHILE THE AMBIENT IS BEING 
CONTROLLED BY WALL SWITCH

LVC (OPTIONS ARE USER SPECIFIED): 
EXAM – ON/OFF

AMBIENT – DIMMABLE AND ON/OFF

READING – DIMMABLE AND ON/OFF

EXAMPLES: AMBIENT AND READING OPTION SHOWN AS LVCAR
 EXAM, AMBIENT, AND READING OPTION SHOWN AS LVCEAR

ACCESSORIES:
66406 - TW WALL SWITCH. ALLOWS FOR THREE SCENES, AND 
CONTROLLS ON/OFF, DIMMING, AND WHITE TUNING FROM 2700K TO 
6500K. (SEE IMAGE OF SWITCH ON LAST PAGE)
FLANGE KITS:
FK - 24
BEHAVIORAL  HEALTH:
TX -TORX SCREWS FASTENERS (DOOR FRAME)

ORDERING GUIDE    EXAMPLE: MMGLED17/25/62L4K24-9FACILRE-AMM-LVCAR

JOB______________________________________________ 

TYPE_____________________________________________

CATALOG #                                                                                 

LUMAX INDUSTRIES, INC.  301 Chestnut Avenue 
Altoona, PA  16603-0991   814-944-2537   Fax 814-944-6413

www.lumaxlighting.com



DIMENSIONS                                                                                                                                                              
SPECIFICATIONS AND DIMENSIONAL DATA SUBJECT TO CHANGE 
WITHOUT NOTICE.

PERFORMANCE DATA                                                                                                                                              

            READING LIGHT

            AMBIENT LIGHT

            EXAM LIGHT



PHOTOMETRIC DATA                                                                                                                                                        

TW-WALL-STATION SWITCH                                                                                                                                                       



PHOTOMETRIC DATA                                                                                                                                                        
CATALOG  NUMBER:  MMGLED25L4K24-AMBIENT LIGHT

CATALOG  NUMBER:  MMGLED84L4K24-SMOOTH FROSTED LENS-EXAM 



CATALOG  NUMBER:  MMGLED17L4K24-READING LIGHT

CATALOG  NUMBER:  MMGLED84L4K24-INVERTED P12 LENS-EXAM LIGHT

PHOTOMETRIC DATA                                                                                                                                                        

LUMAX LIGHTING
MMGLED.08/27/19


